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Keyboard Function Description x7 Wired mode/ON/OFF yo24
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(1) CAP capitalization
indicator light

(2 RGB atmosphere light bar/
battery indicator light

(@) Mode switching () USBreceiver  (6) NUM indicator (7) Knob mode key (
switch 2.4G/wired/BT light office mode/game
mode)

(3) Type-Cinterface

Fashionable appearance design, 99 key layout with knob, Gasket structure, PCB single
key slotting, delicate and soft touch.

The keycaps and mechanical switches can be plugged in and out, and users can also
purchase various brands of switches and personalized keycaps on the market for free DIY.
The keyboard is made of solid materials and has a responsive keyboard.

Two stage tripod with independent storage receiver.

Humanized keyboard design, combined with Fn to add a series of commonly used
shortcut function keys.

Keyboard return rate: wired mode 1000Hz, 2.4G mode 1000Hz, BT mode 125Hz.
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@Switch to wired mode

@Insert one end of the standard ~ ®Insert one end of the
USB cable Type-C into the cable USB head into
corresponding port on the the computer USB port
keyboard

Power on/off instructions

* Turn the switch to wired (without USB power), the keyboard will shut down,
and the built-in battery will stop supplying power to the keyboard.

2.4G Connection Instructions yo34
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@Switchto [24G] mode @Remove the USB receiver from

the slot in the upper left corner
of the keyboard

+ Quick 2.4G code pairing with combination keys

* Manual code pairing: Press and hold the combination key "FN+2" for about 3 seconds,
and the blue light will flash quickly to enter the code pairing state. At this time, insert
the receiver into the computer USB port, and the blue light will light up for 2 seconds.
The 2.4G connection is successful. At this point, the coding is complete.

®Plug into the computer
USB port to use

Attention: When connecting to 2.4G, search first before inserting the receiver. The
default factory code has been matched.
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BT Connection Instructions yo44
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@®Switch to BT mode

@Press the combination ®Search for pairing name
key to switch to BT1, [AULA-F99Pro 3.0] or
hold for about 3 seconds [AULA-F99Pro 5.0]. After successfully
until the blue light flashes connecting, the blue light will turn on
quickly to enter pairing for 2 seconds and then turn off

T
When long Device 1 Device 2 Device 3
pressing

Quick device switching
with combination keys:

+ Long press and hold the Fn+numbers 1, 2, or 3 for 3 seconds, and the blue light will
flash quickly, indicating that the keyboard has entered pairing or search mode, and can
be paired and connected in the device. In reconnection mode, the blue light will flash
slowly.

* Press Fn+number keys 1, 2, or 3 to switch devices.

« Check the keyboard power and connect to Bluetooth to display it on the computer.

Backlight effect adjustment yo54
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FN+\| key combination to switch 16 light effects

Backlight effect shortcut key adjustment

| . L Reduced brightness
\ Light mode switching v of lighting 9
Reduced light effect
@ + ‘E Light color switching @ + < speeeudce gt eftec
2 Increased brightness > Light effect speed
of lighting increases

« In combination with the driver's RGB lighting effect with music rhythm, there are 10
lighting modes to choose from under this lighting effect.

Atmosphere light strip adjustment

IEY " N "
Rg‘;hm Switch RGB ambient light s Switch RGB ambient light
bar mode bar/battery mode
? Switching RGB ambient light
+ / bar colors + .
ot - - > Loop switching RGB
9 RGB ambient light bar . ambient light bar speed
Alt :
brightness cycle
Operating system mode switching yo64

« Fn+WIN=Lock/Unlock WIN Window Key (In the WIN system, the indicator light remains
on when the WIN key is locked, and the WIN key cannot be used).

- After switching to Mac/IOS system, the left WIN/left ALT position switches (without
locking WIN).

@ + Q Android system
w Windows system

@ + E MAC system
R 10S system

Dual mode switching yo7,

Shortcut Key Description yos4

Long press the mode key to switch between
game/office modes, and the CAP and WIN key
lights will flash when switching.

Short press the mode key to cycle through 16 RGB lighting effects
Knob clockwise (Light brightness+)
Knob counterclockwise (Light brightness-)

Short press mode key=multimedia function (mute)
Knob clockwise=multimedia function (Volume+)
Knob counterclockwise=multimedia function (Volume-)

The switch in the upper left corner must be switched to the corresponding mode FN+'~/

1/2/3 in order to press and hold the code matching function

Long press for 3

ESC seconds to restore DEL INS
factory settings

Lock WIN key, WIN key

WIN cannot be used when Scroll PRTSC
locked
FN+ 1 BT device 1# FN + | calculator PAUSE
2 BT device 2# HOME END
3 BT device 3#

* Press FN+ESC to restore the factory default lighting mode, and the previously connected
BT device will not be cleared when saved.

FN+Q=Android system (Q key red light flashing for 3 seconds), F zone
single press function and F zone FN combination function.

Key Single press Fn Key Single press Ffn
position combination position combination
F1 briségiszss- F1 F7 Previous song F7
F2 brisgcrln':},i_?sS+ F2 F8 Play/pause F8
F3 Convert Window F3 F9 Next song F9
F4 RS;‘;E?O‘S F4 F10 Mute F10
F5 brigl_tiw%:éss - F5 F11 Volume - F11
F6 brig;ig:(tess + F6 F12 Volume + F12
6

FN+W=Windows system (W key flashes red for 3 seconds), F zone
single press function and F zone FN combination function.

Key Single Fn Key Single Fn
position press combination position press combination

F1 F1 Homepage F7 F7 Previous song

F2 F2 Mail F8 F8 Play/pause

F3 F3 Convert Window F9 F9 Next song

F4 F4 Open F10 F10 mute

Resource Manager|
Light
F5 F5 brightness - F11 F11 Volume -
F6 F6 Light F12 F12 Volume +
brightness +

FN+E=Mac system (E key red light flashing for 3 seconds), F zone single
press function and F zone FN combination function.

FN+R=I0S system (R key red light flashing for 3 seconds), F zone single
press function and F zone FN combination function.

poli?tyion Single press coml:ir:\ation poKs?t);on Single press comkfi?mtion
F1 br?;ﬁﬁgss_ F1 F7 Previous song F7
F2 brizcl':te::sﬁ F2 F8 Play/pause F8
F3 F3 F9 Next song F9
F4 Rj;ﬁﬁ?otg F4 F10 Mute F10
F brigLPiﬁ:fess - Fs F11 Volume - F11
F6 brigly_liw%:;ss + F6 F12 Volume + F12
Current status indicator light description yo94

* Press and hold FN to view:
Current connection mode (2.4G, BT, wired); Current BT channel (channels 1, 2, 3)
Current system mode (Android, Windows, Mac, iOS)
The corresponding buttons above will light up, release to restore the light effect.

poli?tlgon Single press comgir;ation poKs?t);on Single press coml’fi%ation z
o | T ton | DI et [aaaa]aaaa]aana==a)e)
brightness- 9 0 e T NI Tl 10~ 0 N 11 ) — 11T+ I ”
Sroan O 0 0 L e ]
F2 ; F2 F8 Play/pause F8 A B R
brightness+ a Tiw ITE TR JHT T 100 i {0 T0P Ji [k ‘lﬂl i
F3 s\z:‘(ﬁr‘}v F3 F9 Next song F9 of = T TIRTNE TOE IO U THE T THLE U ‘I
s e z X C vV B N M < > o N 1 2
F4 Rg;‘;;rt‘ot;’ F4 F10 Mute F10 (0] | s ||
- - -l |\ B o
Light )
F5 brightness - F5 F11 Volume - F11 =
F6 Light F6 F12 Volume + F12 L A , . A
brightness + + 2.4G mode indicator light=" = " key + Wired mode indicator light="4" key
+ BT channel indicator light="1,2,3" key
« System mode indicator light="Q, W, E, R" key
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Intelligent Sleep Mode Description y104 Product parameters £

® In BT/2.4G mode, without any operation for one minute, it automatically enters
power-saving mode (with lights turned off). Click the button to wake up the keyboard.

Charging instructions Y114
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« Connect the keyboard to the computer through the equipped USB cable to charge the
keyboard. During charging, the RGB ambient light strip displays a flowing light, full of
bright green color.

« In 2.4G/BT mode (without USB inserted), the RGB ambient light bar can display
keyboard battery level through FN+B, with full battery displayed in green. As the battery
level decreases, the green color gradually decreases, and low battery indicated in red.

« Type-C connectivity is more reliable and performance is more stable.
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1.1t is recommended to use only the computer USB port to charge the keyboard.

2. Do not use fast-charging cell phone chargers to charge the keyboard.
3. Do not use inferior non-standard power adapter to charge the keyboard.
4.Do not use over-voltage and over-current power adapter to charge the keyboard.

5.Please keep away from high temperature equipment when charging
6. Please turn off the power switch if it is not used for a long time.

Charging
instructions

The above charging instructions also apply to other devices with

\\\\\w charging function (keyboard/mouse/headphones/speakers, etc.)
N

Number of keys: 99

Total stroke of buttons: 4.0mm

FN key multifunctional

Product size: 406.76x139.31x43.28+0.1Tmm

Product weight: approximately 1205g (excluding wire/receiver)
Approximately 1254g (including wire/receiver)

Charging voltage/current: DC 5V===1250mA

Rated voltage: DC 3.7V (fully charged with 4.2V)

Rated current: 250mA @ 3.7V (default light effect)/20 mA (turn off all lights)

Battery life: approximately 32 hours (default light effect)/

approximately 400 hours (all lights off)

Battery capacity: 8000mAh (2x4000mAh) rechargeable lithium battery

Charging interface: Type-C interface

Computer system requirements:

Wired/2.4G mode: Windows ALL operating system WIN XP, WIN7, WIN8, WIN10 (
drivers may be required in Win95, Win98 systems).

Wired mode/2.4G receiver: configured with USB 1.1 or higher ports.

BT mode: Device name "AULA-F99Pro 3.0" WIN7 and below systems.

BT mode: Device name "AULA-F99Pro 5.0" WIN8, WIN10 and above systems.

BT mode: MAC computer with BT3.0, BLE4.0, BLE5.0 and above

hardware, Android phone or tablet, IOS phone or tablet.

Hardware connection
The wired USB/2.4G receiver supports hot swapping (plug and play).
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Parametros do produto yrT4
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NUmero de teclas: 99

Curso total dos botdes: 4,0 mm

Tecla FN multifuncées

Tamanho do produto: 406,76x139,31x43,28+0,Tmm

Peso do produto: aproximadamente 12059 (excluindo fio/recetor)
Aproximadamente 1254g (incluindo fio/recetor)

Tensdo/corrente de carregamento: DC5Vm ===1250mA

Tensdo nominal: DC 3.7V (totalmente carregado com 4.2V)

Corrente nominal: 250mA @ 3,7V (efeito de luz predefinido) /20 mA (desligar todas

as luzes)

Durac@o da bateria: aproximadamente 32 horas (efeito de luz predefinido)/

aproximadamente 400 horas (todas as luzes desligadas)

Capacidade da bateria: bateria de litio recarregavel de 8000mAh (2x4000mAh)

Interface de carregamento: Interface tipo C

Requisitos do sistema informatico:

Modo com fios/2.4G: Sistema operativo Windows ALL WIN XP, WIN7, WIN8, WIN10

(podem ser necessarios controladores nos sistemas Win95, Win98).

Modo com fios/recetor 2.4G: configurado com portas USB 1.1 ou superior.

Modo BT: Nome do dispositivo "AULA-F99Pro 3.0" Sistemas WIN7 e inferiores.

Modo BT: Nome do dispositivo "AULA-F99Pro 5.0" WIN8, WIN10 e sistemas superiores.

Modo BT: Computador MAC com hardware BT3.0, BLE4.0, BLE5.0 e superior, telemével

ou tablet Android, telemoével ou tablet iOS.

Ligagdo de hardware

O recetor USB/2.4G com fios suporta troca a quente (plug and play).

parametros del producto 5

Produktparameter yoE4

Ndmero de llaves: 99
Recorrido total de las teclas: 4,0 mm
Tecla FN multifuncién
Tamanfio del producto: 406,76x139,31x43,28+0,1 mm
Peso del producto: aproximadamente 1205g (sin cable/receptor)

Aproximadamente 1254g (incluyendo cable/receptor)
Tensién/corriente de carga: DC5Vm === 1250mA
Tension nominal: DC 3.7V (completamente cargado con 4.2V)
Corriente nominal: 250 mA a 3,7 V (efecto de luz por defecto)/20 mA (apagar todas
las luces)
Duracién de la bateria: aproximadamente 32 horas (efecto de luz predeterminado)/

aproximadamente 400 horas (todas las luces apagadas)

Capacidad de la bateria: bateria de litio recargable de 8000 mAh (2x4000 mAh)
Interfaz de carga: Interfaz tipo C
Requisitos del sistema informético:
Modo cableado/2.4G: Sistema operativo Windows ALL WIN XP, WIN7, WIN8, WIN10
(pueden ser necesarios controladores en sistemas Win95, Win98).
Modo cableado/2.4G receptor: configurado con puertos USB 1.1 o superior.
Modo BT: Nombre del dispositivo "AULA-F99Pro 3.0" WIN7 y sistemas inferiores.
Modo BT: Nombre del dispositivo "AULA-F99Pro 5.0" WIN8, WIN10 y sistemas superiores.
Modo BT: Ordenador MAC con hardware BT3.0, BLE4.0, BLE5.0 y superiores, teléfono o
tableta Android, teléfono o tableta IOS.
Conexion por hardware
El receptor USB/2.4G con cable soporta hot swapping (plug and play).

Anzahl der Tasten: 99
Gesamthub der Tasten: 4,0mm
FN-Taste multifunktional
ProduktgroBe: 406,76x139,31x43,28+0,Tmm
Produktgewicht: ca. 1205g (ohne Kabel/Empfanger)

Ungefahr 1254g (einschlieBlich Kabel/Empfanger)
Ladespannung/Stromstarke: DC5Vm === 1250mA
Nennspannung: DC 3,7V (voll aufgeladen mit 4,2V)
Nennstrom: 250mA @ 3,7V (Standard-Lichteffekt)/20 mA (alle Lichter ausschalten)
Batterielebensdauer: ca. 32 Stunden (Standard-Lichteffekt)/

ca. 400 Stunden (alle Lichter aus)

Batteriekapazitat: 8000mAh (2x4000mAh) wiederaufladbare Lithium-Batterie
Ladeschnittstelle: Typ-C-Schnittstelle
Computer-Systemanforderungen:
Kabelgebundener/2.4G-Modus: Windows ALL-Betriebssystem WIN XP, WIN7, WINS,
WIN10 (in Win95- und Win98-Systemen kdnnen Treiber erforderlich sein).
Kabelgebundener Modus/2.4G-Empfanger: konfiguriert mit USB 1.1 oder héherer
Schnittstelle.
BT-Modus: Geratename "AULA-F99Pro 3.0" WIN7 und niedrigere Systeme.
BT-Modus: Geratename "AULA-F99Pro 5.0" WIN8, WIN10 und hohere Systeme.
BT-Modus: MAC-Computer mit BT3.0, BLE4.0, BLE5.0 und hoherer Hardware,
Android-Handy oder -Tablet, IOS-Handy oder -Tablet.
Hardware-Verbindung
Der kabelgebundene USB/2.4G-Empféanger unterstiitzt Hot Swapping (Plug and Play).

Parametri del prodotto y iT 4

MapameTpbl NnpoaykTa rU4

Numero di tasti: 99
Corsa totale dei tasti: 4,0 mm
Tasto FN multifunzionale
Dimensioni del prodotto: 406,76x139,31x43,28+0,1Tmm
Peso del prodotto: circa 1205 g (escluso cavo/ricevitore)

Circa 12549 (incluso cavo/ricevitore)
Tensione/corrente di carica: DC5Vm ===1250mA
Tensione nominale: DC 3.7V (completamente caricato con 4.2V)
Corrente nominale: 250mA @ 3,7V (effetto luce predefinito)/20 mA (spegnere tutte le luci)
Durata della batteria: circa 32 ore (effetto luce predefinito)/

circa 400 ore (tutte le luci spente)

Capacita della batteria: 8000mAh (2x4000mAh) batteria al litio ricaricabile
Interfaccia di ricarica: Interfaccia Tipo-C
Requisiti di sistema del computer:
Modalita cablata/2.4G: Sistema operativo Windows ALL WIN XP, WIN7, WIN8, WIN10 (i
driver potrebbero essere necessari nei sistemi Win95 e Win98).
Modalita cablata/ricevitore 2.4G: configurato con porte USB 1.1 o superiori.
Modalita BT: Nome dispositivo "AULA-F99Pro 3.0" Sistemi WIN7 e inferiori.
Modalita BT: Nome dispositivo "AULA-F99Pro 5.0" sistemi WIN8, WIN10 e
superiori.
Modalita BT: Computer MAC con hardware BT3.0, BLE4.0, BLE5.0 e superiori, telefono o
tablet Android, telefono o tablet iOS.
Connessione hardware
Il ricevitore USB/2.4G cablato supporta la sostituzione a caldo (plug and play).

Konunvecteo knasuww: 99
O6wuit xoa kHonok: 4,0 mm
MHorogyHKUoHanbHas knasuwa FN
Pasmep unsgenus: 406,76x139,31x43,28+0,1 mm.
Bec nzpenus: okono 1205 r (6e3 yyeta nposoaa/npvemHmka)

MpubansntensHo 1254 r (BkatoUas NPOBOA/NPUEMHMK)
HanpsxeHve/Tok 3apagku: DC5Vm === 1250mA
HomuHanbHoe Hanpsxenue: DC 3.7V (nonHocTbio 3apaxaetca oT 4.2V)
HomuHanbHbI Tok: 250 MA @ 3,7 B (cBeTOBOW 3ddekT no ymonuanuio)/20 MA
(BBIK/IFOUNTL BCE OFHW)
Cpok cnyx6bl akkymynsTopa: okono 32 Yacos (CBeTOBOW 3dPeKT No ymonyaHuto)/

oko10 400 yacoB (BCE OrHU BbIKNHOUEHbI)

EmkocTb akkymynatopa: 8000 MAY (2x4000 MAU) nepesapsaeMblil IMTUEBbIN
AKKyMyIATOP
VHTepdenc 3apaakm: nHtepdenc Type-C
CucteMHble TpeboBaHMA K KOMMbIOTEPY:
MpoBogHom pexnm/2.4G: OnepaumoHHas cuctema Windows ALL WIN XP, WIN7, WINS,
WIN10 (B cuctemax Win95, Win98 moryt notpeboBaTthcs gpaniBepbl).
MpoBogHoN pexnm/2.4G-npremHuK: KoHdurypaums ¢ noptamu USB 1.1 uaw Bbiwe.
Pexxum BT: Mima yctpoictea "AULA-F99Pro 3.0"s cuctemax WIN7 n Huxe.
Pexxum BT: Mimsa yctpoiictea "AULA-F99Pro 5.0"8 cuctemax WINS, WIN10 u Bbiwwe.
Pesxxum BT: MAC-komnbtoTep ¢ annapatHbiM obecneueHviem BT3.0, BLE4.0, BLES.0 v Bbiwe,
TenedpoH nan nnaHwwet Ha 6ase Android, TenepoH nan naaxwet Ha 6ase LOS.
AnnapaTtHoe nogitoueHne
MpoBogHom npremMHuk USB/2.4G noaaep>kunBaeT ropsauyto 3aMmeHy (MoAKAUM U
pa6ortai).

%ﬁ§ WHCTPYKLAA NO NPUMEHEHUIO
AULA

Noxanyiicta, NpoyMTaiiTe IHCTPYKLMIO Nepes NepBbIM UCTIONb30BaHNEM.

Cnacu6o 3a Bbi6op npoaykTos AULA.

KomnbioTepHble KnaBuatypa 1 Mbilb — 0CHOBHble YCTPOICTBA YNPaBAEHUA KOM-
NbIOTEPOM, NPeHa3HaueHbI ANS BBOAA AAHHbIX (MOTYT GbITb NPOBOAHBIMIA N Gecnpo-
BOAHbIMM (2.4 TL c nepenaTunkom B komnnekTe i Bluetooth 6e3 nepeaaruna)).
KomnbloTepHas rapHUTYpa ABNAETCA YCTPOIACTBOM BBOAA/BbIBOAA AaHHbIX, NPEAHA-
3HaueHa AnA BBOAA aHHbIX (ronoca) NOCPeACTBOM MUKPODOHA U AN BbIBOAA JIAHHbIX
yepe3 HaywHuku. (MoryT 6biTb npoBoAHbIMU ¥ GecnpoBopHbiMi (2.41Tw, Bluetooth,
2.4Tru+ Bluetooth).

KoBpuK AnA KoMnbloTepHOil MbILLK He06X0AMM, uT0bbI 06ecneunTb XopoLuee cuense-
Hite CMOBEPXHOCTbIO 1 S06UTLCA ONTUMANBHOTO CKONIbXEHA MblLuA. KOBPUK ycTaHaBNMBa-
€TCA Ha NOBEPXHOCTY CTONA, MblLLIb OMeLLAeTCA CBEpXY.

Crenp/MopacTaBKa anA HoyTOyka/nnaHwweTa HeobxoaMMa AnA pa3meLLeHna ycTpoii-
€TBa N0/ YAO06HBIM yrNOM ANA paboTbi/urp 1 AONONHUTENBHOTO OXNaX AEHNA.

KonoHku 2.0/2.1 npepHa3HaueHbl AnA BOCNPOM3BEAEHNA My3bIKM 11 YTIX ayAN0 Gaii-
N0B, NoAKMoualoTcA K MK, HoyTOYKaM, NnaHweTam, CMapThoHaM yepes pasbem 3.5 MM,
nuTaiotca ot USB.

USB xa6 - 370 ycTpoiicTBO, No3BonALLee NoakntouuTb B 1 nopt Type-C pag ycTpoiicTs,
TaKWX KaK: yCTPOiiCTBA BBOAA, HAKOMUTENN NAMATH, AONONHUTENbHbIE MOHUTOPbI U NPO-
BO/HOI MHTEPHET.

Moapo6Hble XapaKTepUCTUKIA TOBAPA HAXOAATCA Ha CaiiTe www.aulagaming.ru
Mopkniouenue:

AkkypaTHO pacnakyiite ugenue. Pasmectute Ha cTone, NOAKKUMUTE K KOMNbIOTEPY, K
BoboaHomy nopty USB/ayanopasbemy (AnA rapHuTyp/ KONOHOK) U NpoBepbTe paboTo-
CNoCcobHOCTb.

Msrotosutens: DONGGUAN SUOAI ELECTRONICS C0.,LTD. Address: NO.3 HUAYU STREET,CHANGLONG VILLAGE HUANGJIANG TOWN,DONGGUAN
CITY. flonryan Cyoita Inextpomkc Ko. NTAL. Aapec: HO.3 XYAIO CTPUTHAHTIOHT BAMTALXK XYAHTKWAHT TAYH AOHTTYAH CUTH. Umnop-
0 : 000 «Texnopt». Aapec: 107140, MockBa r, BHYTPUropoACKkan TeppuTopua
MyHWUMNAbHbIT OKpYT KpacHocensekii, 1-1 Kpacocensckwi MEP, Aom N 9A, oduc 3rax 3, Yacts Mom. 98, 9T, Tenedon: +79153075886,
3neKTpoHHaA nouta: Dootechport@ya.ru. Tosap TBYET TPTC037/201 P HBIX
BRLUECTB B U3ACTHAX " (ana MbiLed, Ypu rap atakxe TP
TC020/2011 «3neKTpOMArHUTHaA COBMECTUMOCTb TEXHUYECKHX CPEACTB» (4NA KONOHOK, Bluetooth/2.47ru rapHuTYp, KnaBuaTyp u Mbiiweit
4 6 (Bluetooth/2.4Tru)). it pasmelliea Ha ynaKoske.
KoBpUKM AN MbILW/CTeHAbI/ NOACTaBKA ANA i He nopnexar.

i npenocTaBAeHa Ha cait aulagaming.ru. FapaHTibii cpoK: 1 ro. CpoK cyGbi: 2 roga.

CpOK TORHOCTH: He orpaiye. laTa pOH3BOACTB YKa3aKa Ha yNakoBKe. ICTOMs308aTb TOMoKO N0 NPANOMY HasHadeHIo.
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Furunaul: 99
Fowazmanafuriouun: 40 u
FN Afsadiland
wuInduA: 406.76 X 139.3 x 43.28+1 un
dninguan: Uszunon 120 g (smarn/Sudeyaunns)

Uszunon 1254 g (soufivain/dmsudeoyoyo)
wsesulvirensa/nszud lwwh: DC 5Vm===1250 mA
usesu i Alesu: DC 3.7 V (gnsaifiunny 4.2 V)
nszud AlP3UNI59a Sudiv: 250 mA @ 3.7 V (WansznuaasudeEuaw) / 20 mA (Halwiaun)
mumi’l‘ﬁa’muumma‘%: dsznne 32 F2Tae (gnianuavlsens) /

dszunan 400 d9Tue (Ta'lw)
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Paramétres du produit YFR 4 Parameter produk Ly

Nombre de touches : 99
Course totale des touches : 4,0 mm
Touche FN multifonctionnelle
Dimensions du produit : 406,76x139,31x43,28+0,Tmm
Poids du produit : environ 1205g (sans le fil/récepteur)
Environ 1254g (fil/récepteur inclus)

Tension/courant de charge : DC5Vm===1250mA
Tension nominale : DC 3.7V (complétement chargé avec 4.2V)
Courant nominal : 250mA @ 3.7V (effet lumineux par défaut)/20 mA (éteindre toutes les
lumiéres)
Durée de vie de la batterie : environ 32 heures (effet lumineux par défaut) / environ 400

heures (toutes les lumiéres éteintes).

environ 400 heures (toutes les lumiéres éteintes)
Capacité de la batterie : 8000mAh (2x4000mAh) batterie lithium rechargeable
Interface de chargement : Interface Type-C
Configuration requise pour |'ordinateur :
Mode filaire/2.4G : Systeme d'exploitation Windows ALL WIN XP, WIN7, WIN8, WIN10
(des pilotes peuvent étre nécessaires dans les systémes Win95, Win98).
Mode filaire/récepteur 2.4G : configuré avec des ports USB 1.1 ou supérieurs.
Mode BT: Nom de I'appareil"AULA-F99Pro 3.0"Systémes WIN7 et inférieurs.
Mode BT: Nom de I'appareil"AULA-F99Pro 5.0"Systémes WIN8, WIN10 et supérieurs.
Mode BT : Ordinateur MAC avec matériel BT3.0, BLE4.0, BLES.0 et supérieur, téléphone
ou tablette Android, téléphone ou tablette OLOS.
Connexion matérielle
Le récepteur USB/2.4G céablé prend en charge la permutation a chaud (plug and play).

+ Jumlah tombol: 99
+ Jumlah keseluruhan tombol: 4.0mm
* Kunci FN multifungsi
+ Ukuran produk: 406.76x139.31x43.28+0.1mm
* Berat produk: sekitar 12059 (tidak termasuk kabel/penerima)
Sekitar 12549 (termasuk kabel/penerima)
+ Tegangan / arus pengisian daya: DC5Vm ===1250mA
* Nilai tegangan: DC 3.7V (terisi penuh dengan 4.2V)
* Nilai arus: 250mA @ 3.7V (efek cahaya default)/20 mA (matikan semua lampu)
- Daya tahan baterai: sekitar 32 jam (efek cahaya default)/
kurang lebih 400 jam (semua lampu mati)
 Kapasitas baterai: baterai lithium isi ulang 8000mAh (2x4000mAh)
» Antarmuka pengisian daya: Antarmuka tipe-C
* Persyaratan sistem komputer:
Mode kabel / 2.4G: Sistem operasi Windows SEMUA WIN XP, WIN7, WIN8, WIN10 (driver
mungkin diperlukan dalam sistem Win95, Win98).
Mode kabel/2.4G: dikonfigurasi dengan port USB 1.1 atau yang lebih tinggi.
Mode BT: Nama perangkat "AULA-F99Pro 3.0" sistem WIN7 dan di bawahnya.
Mode BT: Nama perangkat "AULA-F99Pro 5.0" sistem WIN8, WIN10 dan di atasnya.
Mode BT: Komputer MAC dengan perangkat keras BT3.0, BLE4.0, BLE5.0 dan yang lebih
tinggi, ponsel atau tablet Android, ponsel atau tablet |0S.
- Koneksi perangkat keras
Penerima USB berkabel/2.4G mendukung hot swapping (pasang dan pakai).
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